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The EMP is a robust lunchbox portable computer built using heavy duty metal to provide a tough, go-anywhere unit ideally suitable for harsh/severe environments and mission critical applications. With both ATX, Extended ATX, or passive backplane board configurations to choose from, the 7 or 11 full length expansion slots of the EMP can be freely configured with other uniquely designed expansion cards for most applications.
Also designed for harsh environment operations, the LCD screen of the EMP is guarded with a specially treated anti-glare tempered glass for added protection. Every EMP comes equipped with dual system cooling side fans and easy access to its expansion ports for immediate system upgrade or maintenance. Functional practicality combined with the simple and polished design, the EMP with its extra-rugged construction to sustain bumps and impacted blows is the most cost-effective, durable and efficient portable solution for your mission critical applications.

Features: 
· All Aluminum Construction 

· Build-in 15" / 17" / 20” TFT LCD Screen with 1024x768/ 1280x1024/ 1600x1200

· Passive Backplane (EMP 350) or ATX (EMP 370 & EMP390) form factor platforms 

· Full length PCI, ISA or PCI/ISA configuration 

· Shock-mounted drive bays 

· Detachable keyboard 

· Transflective technology Sunlight readable LCD (optional)

· Built-in glide point mouse pad 

· A/D board Chipset GENESIS5621 (EMP350 & EMP370)  GENESIS1601 (EMP390)

EMP application ideas:
The EMP 370 and EMP 350 are the ideal platform on which to build solution for applications where survivability and reliability is crucial. The following applications are just some examples: 

· Military base and field operations 

· Field service & diagnostic application in many industries 

· Portable servers & workstations 

· Network and communications testing 

· Field data acquisition 

· Field Presentation tool for board manufacturing

· Geophysical exploration 
· Factory monitoring/automation Video and audio editing on location 

EMP Series Specification:

	Model
	EMP 370
	EMP 350

	LCD 
	Size
	17"
	15"

	
	Panel Type
	TFT (Digital)

	
	Illumination
	280 nits
	250 nits

	
	Resolution
	1280*1024
	1024*768

	
	 Working Temp.
	0°- 50°C

	
	Protection
	Antiglare Glass

	
	Dazzled-Free Screen
	None
	Yes

	Digital Conversion Board
	GENESIS Analog-to-Digital Conversion Board

	Dimension 
	H x W x D (mm)  
	345.5 x 423 x 243
	304.2 x 411.5 x 195.5

	
	H x W x D (Inch)
	13.60 x 17.01 x 9.57
	11.98 x 16.20 x 7.70

	Weight 
	Kgs.
	13.5
	12

	
	Pound
	29.7
	26.45

	Active PFC Power
	400W PS2 w/ 12cm Fan
	300W 1U

	Expansion Slots
	7
	11

	Drive Bay
	Open
	2 x 5.25”
	1x NBCD

	
	
	2 x 3.5”
	1x NBFDD

	
	Hidden
	None
	2 x 3.5”

	
	Position
	Vertical
	Horizontal

	Construction
	Rugged, Shock Resistant 

	Material
	Aluminum / Steel

	Form Factor
	ATX 
	SBC/ BP

	Keyboard
	Reg.108 keys
	NB 88 keys

	Mouse
	Touch Pad

	Language
	English (US)

	Speaker
	Build-In Amplified

	Approval
	CE, FCC

	Language Option
	CH, UK, GR, JP, KO, RU, SW, IT, SG 
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